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Post bolt slot at 1.905 m
spacing, center to center.

Splice bolt slot - 8 required,
each end rail element.
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_(See Special Contract Requirements)
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POST BOLT SLOT SPLICE BOLT SLoT [-201 30 minimum
255 | 45 minimum
W BEAM RAIL MEMBERS 460 | 100 minimum
640 | 100 _minimum
25 mm dia. x 1.5
mm deep recess
2 7.5
MI6 BUTTON HEAD BOLT  MI6 RECESS NUT
BUTTON HEAD BOLT AND RECESS NUT
MI6 x 35 mm button head rail splice bolts and
nuts (8 per splice and 4 per terminal section).
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-«—TRAFFIC —
Lap in direction
of traffic.
=
= ] S
M6 x 255 mm button 8
head post bolt
ST
S~ —Edge of pavement or ‘~—
™7 ground line at face of T
- -' rail as applicable. -
POST SPACING
STANDARD POST SECTION
$$$3$DCNSPECS$$$$ $336$SYTIMESS$$3$

150 holes for raising guardrail to
accommodate future overlays.
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STRUCTURAL SHAPE ALTERNATE HOLE ARRANGEMENT

POST AND BLOCK DETAIL
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* See Special Contract Requirements
I m (typ.)" when 2. m or longer posts are

specified.
M6 x 255 mm button
head and recess nut

Hinge line
of foreslope
110 or f “

latter Variable slope but not
steeper than fill slope.
Edge of pavement or
ground line at face of
rail.

Subgrade shoulder. Widening
required for approach and
% departure terminal sections.

Aggregate base or as
shown on typical section
sheet.
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TYPICAL GUARDRAIL CROSS SECTION VO SCALE

REC NO.
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NOTE:
I. Dimensions not labeled are in millimeters.

2. Dimensional tolerances not shown or implied
are intended to be those consistent with the
proper functioning of the part, including its
appearance, and accepted manufacturing
practices.

3. Furnish hardware in the metric sizes shown.
Equivalent imperial sizes may be used when
metric sizes are not available.
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Use 500 mm diameter round anchor
or 450 mm square anchor. Reduced
size acceptable in solid rock.

CONCRETE ANCHOR FOR
SHORT GUARDRAIL FPOST
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